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ALL THE REQUIRED PARTSALL THE REQUIRED PARTS
FOR 164/181CC BIG BORE KITFOR 164/181CC BIG BORE KIT
IN A SETIN A SET！！

CT125・HUNTER CUB（JA55）APPLICAITION

● ALUMINUM CASTING SLEEVE CYLINDER　● DISPLACEMENT : 164cc
● BORE : φ 60　● PISTON : CASTING （3R）
● COMPRESSION RATIO 11.1 : 1 　● I-MAP CONTROLLER 
● O2 SENSOR FEEDBACK CANCELLER
● SUPER OIL COOLER : 3 ROW CONDENSOR
● STAY : STEEL WITH BLACK 　● UNION NIPPLE / OIL NIPPLE : BLACK, 
UNION BOLT : RED　● ALUMINUM BANJO BOLT WASHER, OIL COOLER 
HOSE, STAINLESS BAND, TIE-BAND & COLLARS INCLUDED.
● NON-LEAD PREMIUM GASOLINE TYPE

164cc POWER PACK164cc POWER PACK

Default maps （MAP-1 to 7）are preinstalled in the included i-map
MAP-1　STOCK
MAP-2　HIGH COMP PISTON KIT + HIGH CAMSHAFT type1 + STOCK INJECTOR 
MAP-3　HIGH COMP PISTON KIT + HIGH CAMSHAFT type1 + STOCK INJECTOR   MAP-2 +（PLUS）REVISED
MAP-4　164cc + HIGH CAMSHAFT type2 + × 1.9 INJECTOR
MAP-5　164cc + HIGH CAMSHAFT type2 + × 1.9 INJECTOR  MAP-4 +（PLUS）REVISED
MAP-6　181cc + HIGH CAMSHAFT type2 + × 1.9 INJECTOR
MAP-7　181cc + HIGH CAMSHAFT type2 + × 1.9 INJECTOR  MAP-6 +（PLUS）REVISED
MAP-8　USER ORIGINAL MAP ※ 1
REV LIMIT： 10,500rpm
※ 1,　PC INTERFACE CABLE (763-0500900) & a computer with an internet connection is
　　　required to update the original map.　Software for setting (free) is downloadable from
　　　 Kitaco website.

4.00

5.00

8.00

9.00

10.00

11.00

12.00

7.00

6.00

4.0 5.0 6.0 7.0 8.0 9.0 10.0
（×1,000ｒｐｍ）

(ｐｓ)

STOCK

FOR CT125・HUNTER CUBFOR CT125・HUNTER CUB

ALUMINUM CASTING 
PISTON

O2 SENSOR FEEDBACK CANCELLER 

LIGHT CYLINDER

Oil line outlet is built-in

ALUMINUM CASTING 
SLEEVE CYLINDER

164cc

181cc

LIGHT LIGHT PISTONPISTON

！！

Switch the map that matches the degree of 
tuning with the DIP switch (upper right)
USER ORIGINAL MAP（MAP-8）EDITABLE

i-map
INJECTION CONTROLLER

SUPER OIL COOLER

DIP SWITCHDIP SWITCH

type：H-001　ver.1.0

It cancels the feedback control of the 
genuine ECU and enables fuel adjustment 
control of the sub computer.

A must for high tuned engine.
Stable performance even
under harsh conditions.

COUPLER-ON HARNESS
NO WIRING 
MODS REQUIRED
Just insert the harness

230-1470000　　　 ￥78,000
PRICECODE

https://www.kitaco.co.jp/data/product/link/bigbore_kit_grom/bigbore_kit_tuning_menu_ja55_ct125.html

