ALUMINUM AXLE COLLAR
CODE
FRONT | (BLACK)093-1470050 |  (GOLD)093-1470070
APPLICATION : CT125 HUNTER CUB (JA55 / 65) / SUPER CUB C125 (JA48 / 58)
»¢Compatible for only FRONT.

Thank you for purchasing Kitaco product. Read and understand the instruction before installing.

~ ATTENTION (MUST READ)

oThis product is designed and made exclusive for application models, do not use
other models. Do not modify the way which is not listed or it will cause damage and
trouble.

e\We are not responsible for violation of law or damages and accidents caused by
assembling mistake and improper setting.

ePlease ask authorized mechanic for assembling and setting. Ask a specialist at
specialty shop if you do not understand the role of the surrounding parts.

eRefer to the manufacturer service manual when installation.

eBolts and nuts may get loosen by engine vibration. Make sure not to loosen any
bolts and nuts before driving.

oThis instruction sheet is for the instruction for stock condition.

2¢Metal/resin/alumite products get discolored/rust for ages as well as how to use.
Please understand when using.

ATTENTION WHEN INSTALLING! PACKING LIST

¥ Make sure the length and direction of left and NAME QTY
right as same as genuine axle collar before

installation. (Not specified of front side.) FRONTAXLE COLLAR | 2

*Tighten axle shaft with specified torque.
®FRONT : 59N *m (6.0kgf*m)

TORQUE : 59N°m
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