
●����������������������������������������������������������������������������
�た場合�同様�同数�新�い��と�取�替え�又�無償修理致�����それ�
伴う故障�破損�事故等�つい��パーツ代金�整備費用�代償�ご容赦下さい。

■製品の保証について

●こ�度�キタコ����買い求め頂き誠�有�難うござい��。説明文��く理解��正�い取付�行っ�下さい。
●装着������他��各種専用工具�別途必要で�。
●装着後も�用紙�セッティングマニュアルと���ご使用下さい。
※�修用��パーツ�つい��説明���っ�い����で�こ�説明���������下さい。�修用��パーツ�つい��説明���っ�い����で�こ�説明���������下さい。

■製品���についての����������い�製品���についての����������い�
●こ�パーツ��ー�専用��で�。�っ�������ー��コー�専用で�使用���と��い�������で使用され�場合���こ�パーツ��ー�専用��で�。�っ�������ー��コー�専用で�使用���と��い�������で使用され�場合�����で�。�っ�������ー��コー�専用で�使用���と��い�������で使用され�場合���

路運搬車輌法及び��路交通法��い�法定内で�運転�心掛け�下さい。事故��路交通法������運転������と�����事故��路交通法������運転������と������路交通法������運転������と�������運転������と�����運転������と����������と�����
������負い����で御了承下さい。。

●他����装着��こと��������� �セッティング�必要�場合�ござい��。他����装着��こと��������� �セッティング�必要�場合�ござい��。
　セッティング�そ����状態で走行��と�パワーアップでき�いばか�か�焼き付き�破損等����も����。必ずエンジン�見合っ

たセッティング�施��下さい。
●取付説明����通��正�く取付��こ�っ�下さい。又���され�い���工����工���いで下さい。取付説明����通��正�く取付��こ�っ�下さい。又���され�い���工����工���いで下さい。
●��付け及び�セッティング���必ず整備��������行っ�下さい。�た�������等�理解でき�い��必ず�専������付け及び�セッティング���必ず整備��������行っ�下さい。�た�������等�理解でき�い��必ず�専����

�者又�����でご相談下さい。
●エンジン��ル����運転�了後�� �������必ず新��エンジン��ル�交���下さい。エンジン��ル����運転�了後�� �������必ず新��エンジン��ル�交���下さい。�������必ず新��エンジン��ル�交���下さい。��必ず新��エンジン��ル�交���下さい。
●エンジン��������ル���ッ�������������。走行��必ず�各���ル���ッ������具合�����下さい。エンジン��������ル���ッ�������������。走行��必ず�各���ル���ッ������具合�����下さい。
●各�パーツ�必ず����パーツ��ー�ー等�で������ル��ン�����等�無いか�エアー��ター等�使用���必ず��各�パーツ�必ず����パーツ��ー�ー等�で������ル��ン�����等�無いか�エアー��ター等�使用���必ず��

��下さい。
●パーツ各���������必ず�使用され�エンジン��ル����������行っ�下さい。パーツ各���������必ず�使用され�エンジン��ル����������行っ�下さい。
●こ�パーツ�装着��こと����������ーマルと������で�そ����見合った��ーキ�������定����等�施��こ�パーツ�装着��こと����������ーマルと������で�そ����見合った��ーキ�������定����等�施��

十分注意����ディング��下さい。
●�パー���ッ������ン�ー�でプ�グ��パー�さ��行������行��いで下さい。����������でご注意下さい。�パー���ッ������ン�ー�でプ�グ��パー�さ��行������行��いで下さい。����������でご注意下さい。��ン�ー�でプ�グ��パー�さ��行������行��いで下さい。����������でご注意下さい。行������行��いで下さい。����������でご注意下さい。�����行��いで下さい。����������でご注意下さい。����行��いで下さい。����������でご注意下さい。下さい。����������でご注意下さい。。����������でご注意下さい。。
●取��の際���車種ごとのメーカーサービスマニュアルと合わせて取�作業を行って��い。

十分��気���下さい。
��中�揮���高いガソ
�ン�使用���。長時間
密閉された室内で����
��と身体�有害で�。

エンジン��中���後�
��ン�ーや��ン�ケー
��エキパ�等��変高熱
��っ�い���で��用
意�ふれ��いけ���。

�用紙��ー�バ�整備�
基���知識�持った��
�象���い��。技�や
知識��持ち����い�
����行��いで下さい。

�気付き�点や��常��
見�た場合�直ち�走行
�停止������で�ご
連絡下さい。

火気厳禁
��中�����非常�高
いガソ�ン�使用����
でタバコ等�厳禁で�。

�パー���ッ��������
ン�ー�でプ�グ��パー�
さ��行������行��行������行�������行������行��
いで下さい。�������下さい。�������。�������
���でご注意下さい。。

〒 577����5
東�阪市長田 3�8��3
TEL.�6�6783�53���代�
FAX.�6�6782��74�

�6�2�9 M�T

仕様緒元 必要工具及び�修パーツ
●排気量：�24cc
　�ーマルサ��〔�ア〕52.4X〔���ー�〕57.9
●圧縮比 �2.2:���ーマル 9.3：��
●使用燃料：無鉛プ�ミアムガソ�ン
●バル���ア�ン�標準値�冷間時�
　IN バル�：�.�� ± �.�2�� 　EX バル�：�.�7 ± �.�2��

●各種��工具　
●�ッ�ネ�ゲージ ( 市販� )
●ユニバーサルホル�ー〔ホン�純正�番：�77725���3����〕

�須オプションパーツ�別途�買い求め下さい�
パーツ名 商�コー� 個数 備考

排気�
GPR マフ�ー ty�e M�� 548��432��� × � FNO,JC6��������� ～ �299999

エ����ーム �R マフ�ー 54���4446�� × � FNO,JC6���3����� ～

推奨
エンジン��ル

eIf MOTO4 プ�テッ�  5w4� �L 968�2����2� × �
PANOLIN STREET 4T RACE ��W/5� �L 968�2996��� × �

エンジン�
ニュー�ーパー��ル�ー�ー KIT � × � ��ッ�カバー�応用
��ッ�カバー KIT 3�7��4322��/�� × � ��ッ� / �ルバー
��ジウムプ�グ　IU22D �25������22�4�� × �

� �！
●エンジン�����������き����付���ンジ����ンコン��ー�ー������) �e�.2.� 及び 2.� �必ずご使用下さい。エンジン�����������き����付���ンジ����ンコン��ー�ー������) �e�.2.� 及び 2.� �必ずご使用下さい。���付���ンジ����ンコン��ー�ー������) �e�.2.� 及び 2.� �必ずご使用下さい。�����) �e�.2.� 及び 2.� �必ずご使用下さい。及び 2.� �必ずご使用下さい。2.� �必ずご使用下さい。�必ずご使用下さい。�た���マ

フ�ー�交���下さい。����� �プ��ン��ールされ�い�い�� ( 他��マフ�ー等 ) �ご使用�場合�燃�セッティング�必要で�。����� �プ��ン��ールされ�い�い�� ( 他��マフ�ー等 ) �ご使用�場合�燃�セッティング�必要で�。�プ��ン��ールされ�い�い�� ( 他��マフ�ー等 ) �ご使用�場合�燃�セッティング�必要で�。( 他��マフ�ー等 ) �ご使用�場合�燃�セッティング�必要で�。他��マフ�ー等 ) �ご使用�場合�燃�セッティング�必要で�。) �ご使用�場合�燃�セッティング�必要で�。�ご使用�場合�燃�セッティング�必要で�。
●ガソ�ン�ガソ�ン�無鉛プ�ミアム�使用��下さい。高圧縮�����ュ�ーで��ッキング等���と����。高圧縮�����ュ�ーで��ッキング等���と����。
● H 断面コン�ッ����ン�ー��ー�と干渉����純正�ア径で�併用でき���。

パッキングリスト　�　�内�個数� �SET �内容数 Ty�e� ハ�カム Ty�e2 ハ�カム
図�号 パーツ名 商�コー� 355��432��� 355��4322�� 備考

A
ハ�カム�ャフ�　タ�プ �　タ�プ �タ�プ � 3����432��� × � �

デコンプ機�無
ハ�カム�ャフ�　タ�プ 2　タ�プ 2タ�プ 2 3����432��� � × �

B� φ 52.4 ハ�コンプ���ン �e�,2ハ�コンプ���ン �e�,2���ン �e�,2 35���4322����� × � × �
B2 φ 52.4 ���ン�ング��.8��.8��.5� 352��4322�� × � × �
B3 ���ン�ン �3 × 36 × 936 × 9× 99 353�����336 × � × �
B4 ���ン�ン��ップ �3�� 354������3� × 22 × 22
C� ヘッ�ガ�ケッ�　�φ 52.4�52.4�� 96���4322�� × � × �
C2 ベー�パッキン 962��4323�� × � × �
Ｄ EX ガ�ケッ�　�H��6� 7��963�����6 × � × �
� ��M�� カプ�ー�ン SET �e�2.���ンジ����ンコン��ー�ー� 763��432��� × � × � 別紙参照

OP� DLC ���ン�ン　�3 × 36�� 353�3���336 × � ※ × � ※ ※�プ��ンパーツ

OP2 �タン�ッ� 3�3����37�� × 2 ※※ × 2 ※※ ※�プ��ンパーツ

F：（xとyの差）
G：（xまたはyで上・中・下段の差）

シリンダー

クランクシャフト

バルブ

バルブガイド バルブスプリング

A
C

DB

カムチェーンテンショナーロッド シリンダーヘッド/シリンダー合面

カムチェーン

カムチェーンガイドローラー

L

E

G

F

x

y

I

I
J

H

K K

先端

カムチェーンを持ち上げ、亀裂、
固着がないか確認。
亀裂、固着があればカムスプロ
ケットと共に交換。
オプション ： SDカムチェーン　
DID25SD DHA
（299-0125088）

ガイドローラーの摩耗、変形、亀裂がないか
確認

固着

シリンダーとシリンダーヘッド合面の
歪みをストレートエッジ、シックネス
ゲージ等を使用し点検する。歪みが生
じている場合は定盤にサンドペーパー
を置き、合面を8の字を書くように動
かし研磨する。
※研磨は最小限に留めておくこと。

サービスガイド�摩耗や破損���場合�新��純正パーツ�交���下さい�
項 � 標 準���� 使用�度���� 注意事項

バル�

バル�ガ��

A �テム�径
IN 5.� (��.�� ～ ��.�25) �
EX 5.� (��.�3 ～ ��.�45) �

B ガ��内径 IN/EX 5.� ( ０～ +�.�2) �

C バル��ー���幅 IN/EX �.� �

光明丹でバル��ー���た�幅
�点検。バル��ー���均��
�た���っ�い�場合��ー�
再研磨�必要。

バル��プ�ング D 自由長 IN/EX 33.�4 3�.5 �ッ��狭い��燃焼室側�装着

��ン�ー
E 内径 52.4 (+�.��5～�.��5) � 新�も再度測定�行うこと。��

ン�ー���ン�ーヘッ�合面�
歪��生じ�場合�面研磨�必要。

F 真円度 � �.�5
G 円筒度 � �.�5

��ン��ャフ�

H
コン�ッ��端�

サ����ア�ン� �.�� ～ �.35 �.6�
��ン��ャフ�ベア�ング�滑
�か�回�か��。

I �ジアル��ア�ン� �.��4 ～ �.��6 �.�5
J コン�ッ�小端� 内径 �3 (+�.�� ～ �.�28) ＋ �.�5
K ��ン��ャフ���れ � �.��

カム��ーンテン���ー L �径基準値 �2 ( ０～ ��.��5) ��.94 テン���ープッ�ュ�ッ�先端
�ゴム�変形�⻲裂��いか��

パワーパック 125　No.1/2
商�コー� �ハ�カム�ャフ�タ�プ � 付�355��432��� �ハ�カム�ャフ�タ�プ 2 付�355��4322��
適合車種 グ�ム�FNO,JC6��������� ～ �299999/JC6���3����� ～�

純正パーツ�使用����各パーツ�基準値及び�使用�度�必ず点検��下さい。摩耗や破損���場合�新��純正パーツ�ご使用下さい。
�た新����ン�ーでも歪�でい�場合�����。そ�場合�下���っ��整�行っ�下さい。
点検�ず���付け�とエンジン���ル���と����。！

組��けにあたって����記の��事項を守って��い

インジェクションコントローラー�i-map�についての��
吸排気ポー���工及び�燃焼室�工�行うと ����� �プ��ン��ール��定済���マップで��応でき���。そ�場合�ユーザー�
定マップ領域で��ジ�ルマップ�����下さい。��定マップ�つい���別紙� ����� �説明��ご覧ください。�！
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                                         POWER PACK 125       No.1/2
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   CODE
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テキスト ボックス
APPLICATION 
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GROM
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ATTENTION !
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            ■ ATTENTIONS (MUST READ)
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テキスト ボックス
● Thank you for purchasing Kitaco product.  Read and understand the instruction before installing.● There are necessary special tools to install this kit.● The instruction is not included in repair parts, please keep this instruction and use it as a setting manual.※Please keep the instruction for later needs.
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●Race use only. Note that racing parts are not covered under warranty. ●We are not responsible for damages and accidents caused by assembling mistake and improper setting. ●It is required to make the right setting of i-map when use with other company's parts.  if frunning without the right setting, you cannot improve and may cause seizure and damage. Make sure to make the    right setting for each engine. ●Follow the instructions and instal correctly. Do not modify the way which is not fisted, or it wift cause damage and trouble. ●Ask a mechanic or a specialist at a specialty shop for assembling and setting if you do not understand the role of the surrounding parts.●Bolts and nuts may get loosen by engine vibration. Make sure to check that each part of bolts and nuts are not loose before running. ●Clean each parts by parts cleaner and use air duster to check whether the oil line is choked up.●Oil the parts with engine oil when assembling.●Out put characteristic of the engine will be changed from original by use this parts. Make sure to make suitable set up for the brake system, steering and so on.●Do not check the sparking of sparkplug outside of the cylinder head. There are dangerousness of explosion.●Refer to the HONDA service manual for each vehicle when installing.
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 ( With HIGH CAMSHAFT TYPE 1 )
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 ( With HIGH CAMSHAFT TYPE 2 )
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Please use the fuel injection controller (i-map) ver.2.0 sold separately to bring out the full engine performance. Also, please exchange for Kitaco exhaust. It's required to make the setting of i-map when use with other parts doesn't be installed on i-map. (Other company's exhaust etc.)●H-shaped con-rod / crankshaft not usable as they interfere with stock cylinder.
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This instruction is for person who has knowledge for motorcycle maintenance. If you do not, do not try to install, but ask for mechanic.
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Toxic, highly-volatile gasoline is used during operating. Be sure to ventilate the room. Do not operate for hours in a hermetically closed room. 
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FLAMMABLES
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Inflammable gasoline is used during operation.Using flammable things such as smoking is strictly prohibited.
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Do not touch the engine parts (cylinder, crankcase, muffler, engine oil, etc...) right after engine operation. Make sure to start the installation after the engine parts are completely cool.

Administrator
テキスト ボックス
HIGH VOLTAGE
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Wear insulated glove when checking the sparking outside the cylinder. 
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   SPEC
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REQUIRED TOOL & REPAIRPARS 
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● Each general tools● Thickness gauge● Universal holder (Honda genuine parts No:077725-0030000)
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● Displacement : 124 cc　Stock (Bore) 52.4X (Stroke) 57.9● Compression 12.2 : 1 (Stock 9.3: 1)● Fuel type : Unlead Premium gasoline● Valve clearance Average　IN Valve : 0.10±0.02mm　EX Valve : 0.17±.0.02mm
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REQUIRED OPTIONAL PARTS  (Sold separately)
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       NAME
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    CODE
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QTY
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RECOMMENDED    ENGINE OIL
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EXHAUST
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    ENGINE
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EXHAUST GRR MUFFER TYPE M-1 
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EXTREME-R MUFFLER
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elf MOTO4 PROTECH 
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SUPER OIL COOLER KIT
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IRIDIUM PLUG   IU22D
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CLUTCH COVER KIT
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BLACK / SILVER
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3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015,JAPAN     http://www.kitaco.co.jp/
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     TYPE 1

Administrator
テキスト ボックス
CAM SHAFT
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     TYPE 2
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PACKING LIST     ( ) Quantity in the 1SET
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CODE
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        No.
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withoutCompression system
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OPTIONAL PARTS
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OPTIONAL PARTS
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 MAKE SURE TO FOLLOW THE FOLLOWING INSTRUCTION WHEN ASSEMBLING 
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HIGH CAMSHAFT TYPE 1
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HIGH CAMSHAFT TYPE 2
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PISTON PIN 13 X 36 X 9
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PISTON PIN CLIP 13mm
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HEAD GASKET   (Φ 52.4)
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BASE GASKET 
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EX GASKET   (H-06)
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DLC PISTON PIN 13 X 36mm
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Φ 52.4 PISTON RING (0.8-0.8-1.5)
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    NAME
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Inspect each parts service standard and limit before using OEM parts.Exchange new ones when worn or damaged.  Even new parts might have distortion.Installing without inspection causes severe engine trouble. 
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SERVICE GUIDE   (Exchange with new one if blem or wear is found.)
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VALVE SPRING
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　　VALVE
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  VALVE GUIDE
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     CYLINDER
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CRANK SHAFT
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Stem O.D.
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Guide I.D.
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Valve seat width
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Free length
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I.D.
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Circularity
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Cylindricality
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Connecting rod large end
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Connecting rod small end
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Run out
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Inspect contact width of valve sheet with red lead and so on.If it is not consistent, seat polishing is required. 
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Narrower side faces combustion chamber.
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Measure all the cylinder, including new one.  Polishing surface might be required if cylinder / cylinder head mating place has distortion.
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Make sure that the crankshaft rotates smoothly.
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STANDARD (mm)
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   LIMIT
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CAUTION
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VALVE
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VALVE GUIED

Administrator
テキスト ボックス
VALVE SPRING
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CRANK SHAFT

Administrator
テキスト ボックス
CYLINDER
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CAM CHAIN 
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CAM CHAIN TENSIONER ROD
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CYLINDER HEAD / CYLINDER MATING SURFACE
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CAM CHAIN GUIDE ROLLER
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(difference between X & Y)
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(difference between X & Y as well as difference among upper, middle and lower circles).
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Administrator
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Lift up the cam chain and visually inspect it for crack or kink.Exchange with new ones if any.OP : SD CAM CHAIN

Administrator
テキスト ボックス
fixing
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Inspect cylinder / cylinder head mating surface with straight edge / sickness gauge.
If distortion is found, polish them like figure-eight.

※Polish them to the minimum.
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i-Map coupler on SET Ver 2.1 (INJECTION CONTROLLER)
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Side clearance
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Radial clearance
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I.D.
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TITANUM NUT
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HIGH COMP PISTON ver,2
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FOR CLUTCH COVER 


Administrator
テキスト ボックス
As per attachment
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O.D.
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Inspect tensioner push rod end rubber for wear or crack.
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ABOUT INJECTION CONTROLLER (I-MAP)
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If intake / exhaust port mods is done, preinstalled map is not good enough for the performance.Make your original map on I-Map (Refer to the attached instruction).
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Inspect guide roller for the wear, bend or cracked. 
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END
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CAM CHAIN TENSIONER



パワーパック 125　No.2/2
商�コー� �ハ�カム�ャフ�タ�プ � 付�355��432��� �ハ�カム�ャフ�タ�プ 2 付�355��4322��
適合車種 グ�ム�JC6��

※ピストン及びリングに
必ず使用するエンジン
オイルを塗布して下さい。

刻印

刻印

2cm2cm

5.トップリング 4.セカンドリング

1エキスパンダ
3.サイドレール2.サイドレール

120°

120°120°

5

4

1

2

3

ピストンリングの取り�け
���ン�ング�図�様�取�付け��。

“POINT”
●�ング�合い口�図�様���分け�下さい。
●�ップ�ング�セカン��ング�刻印�������き�ヘッ��き��
●エキ�パン�及び�サ���ール���下��き������。

図中�パーツデータ�番号��取�付け�下さい�
番号 パーツ名称 個数

� エキ�パン� × �
2/3 サ���ール��下共通� × 2
4 セカン��ング�黒色� × �
5 �ップ�ング�白色� × �

※���ン�装着��き� EX マー��排気側��け��。

カムシャフトスプロケットの脱�方法
取���
��カム�プ�ケッ�カバー�O� �ング���ン��ャフ�ホール�カム�プ�ケッ�カバー�O� �ング���ン��ャフ�ホール

キャップ及びタ�ミングホールキャップ���ルフィ��ル��取
�����。

取�付け
��カム�ャフ��圧縮��点�����カム�プ�ケッ���O�マー�カム�ャフ��圧縮��点�����カム�プ�ケッ���O�マー�O�マーマー

����ン�ーヘッ��合いマー��合う様�カム�プ�ケッ��
カム��ーン�掛け�カム�ャフ��仮付け���。

2���ン��ャフ���時����回��フ��ホ�ール�合�����ン��ャフ���時����回��フ��ホ�ール�合��
マー�� T �と��ン�ケー��合いマー���致さ��圧縮��� T �と��ン�ケー��合いマー���致さ��圧縮��と��ン�ケー��合いマー���致さ��圧縮��
点�����た状態で�カム�プ�ケッ���O�マー����ン�O�マー����ンマー����ン
�ーヘッ��合いマー��揃っ�い�事������。�致��い
�い場合��カム�プ�ケッ��再��付け�行い��。

3�ユニバーサルホル�ー�専用工具�で�カム�プ�ケッ���定�ユニバーサルホル�ー�専用工具�で�カム�プ�ケッ���定
��カム�プ�ケッ��ル���め付け��。

4�フ�ンジ�ル��M6 × �8�穴か� 4.�cc �エンジン��ル�プッ
�ュ�ッ�内�注���新���ー�ングワッ�ャ��ル�で�め
付け��。

バルブクリアランスの設定
����ン��ャフ���時����回��フ��ホ�ール��T�マー�T�マーマー

����ン�ケー��合いマー��合����。�ッカーアーム
��か�����ン���圧縮��点��で��こと�����
�。( �ッカーアーム�た��で��でき��。�そび�無い場合�
再度���ン��ャフ��回��下さい )

2�アジャ�����ュとバル��テム�間��ッ�ネ�ゲージ���アジャ�����ュとバル��テム�間��ッ�ネ�ゲージ��
れ��ンテー��エキゾー���バル���ア�ン��点検���。

●バル���ア�ン�標準値 �冷間時� �冷間時��冷間時�
 IN �ンテー�側 : �.���ンテー�側 : �.�� : �.�� ± �.�2��
 EX エキゾー��側 :EX エキゾー��側 :エキゾー��側 :: �.�7 ± �.�2��
�整
���整��ッ��ッ����め�アジャ�����ュ�回���定��整��ッ��ッ����め�アジャ�����ュ�回���定

�バル���ア�ン���整���。�整後�アジャ�����ュ
��定�た状態で�ッ��ッ���め付け��。�ッ��ッ��
め付け後�再度バル���ア�ン��点検���。

 ��め付け�ル�：9.�N�� )9.�N�� )�� )� )
2�各ホールキャップ� O� �ング�状態�点検��必要��れば交�各ホールキャップ� O� �ング�状態�点検��必要��れば交O� �ング�状態�点検��必要��れば交�ング�状態�点検��必要��れば交

���O� �ング�エンジン��ル�����バル�アジャ��ホーO� �ング�エンジン��ル�����バル�アジャ��ホー�ング�エンジン��ル�����バル�アジャ��ホー
ルキャップ�カム�プ�ケッ�カバー���ン��ャフ�ホール
キャップ�タ�ミングホールキャップ�取�付け��。

 ��付�ル�　��ン��ャフ�ホールキャップ：8.�N��8.�N����� 
 / タ�ミングホールキャップ：6.�N��)タ�ミングホールキャップ：6.�N��)6.�N��)��)�)

ピストンピンクリップの脱�方法
���ン��ップ��ジ��ン�で����ン���ン��ップ��ジ��ン�で����ン�

�ップ�合い口����ン�合い口付近�でた
ぐ�寄���。

2��ン��ップ�合い口�先��ジ��ン�で��ン��ップ�合い口�先��ジ��ン�で
��内側��き込���側へひっぱ�����
���。

3��っく�と回転さ������ン��ップ���っく�と回転さ������ン��ップ�
����。

※�ン��ップ��け���れ�����。十分注意������こ�い���う。�ン��ップ��け���れ�����。十分注意������こ�い���う。
●�ン��ップ�取�付け�取���た逆��でセッ���下さい。

1 2 3

ピンクリップ

ラジオペンチ

OU
T

締付け手順：【1】→【6】

取外し手順：【6】→【1】

【5】

【6】
専用工具：
ユニバーサルホルダー

インパクトレンチ
使用不可

シーリング(銅)ワッシャ

脱着時、チェーンがクランクケース内に落ちない
ように針金で結んでおくと作業がし易くなります

C1

B1 B3 B4

【1】

【2】

【3】

【4】

N3 N6

N1

N11

N2

N5

N4

■シリンダーヘッド＆シリンダー部のパーツ
付属されていないパーツは基本的にノーマルパーツを再使用します。
再使用するパーツに傷、へたり、摩耗等の劣化が著しい場合は
新品と交換して下さい。
組み付け前に各パーツの洗浄を行って下さい。

マークは使用するエンジンオイルを塗布

注意マークは表の備考覧、詳細事項参照

A

N7

N10

N11

N12

N12

ピストンのEXマークは排気側へ

IN側 :ショート
EX側:ロング

D

OP

OP2

OP1

C2

N9

B2

N8

インジェクター及び関連パーツの取扱について
�ンジ��ター�脱着時��ンテー�パ�プ等�ンジ��
ター��パーツ�フューエルホー������ホコ��ど�
���い様ご注意下さい。���ホコ�等��っ���うと
�ンジ��ター������起こ�正常�����く��
�れ�����。

図�号 パーツ名 個数 N��
N� ��ン�ーヘッ�キャップ�ッ� 8�� 4 24
N2 フ�ンジ�ル� M6 × 9� 2 �2
N3 フ�ンジ�ッ� 8�� 2 27
N4 L サ��カバー�ル� M6 × 2� 2 �2
N5 カム�プ�ケッ��ル� M8 × 22 � 27
N6 �ッカーアームセッ�プ�ー��ル� M6 × �2 � �2

図�号 パーツ名 個数 N��
N7 カム��ーンガ���ー�ー�ン�ル� M8 � ��
N8 �ンテー�パ�プ�ル� M6 × 3� 2 �2
N9 �温センサー M�� � �4.5
N�� フ�ンジ�ル� M6 × �4 � �2
N�� タ�ミングホールキャップ�ル� M6 × 2� 4 �2
N�2 アジャ�����ュー�ッ��ッ� 2 9.�

�付�ル�：N・m���gf�ｍ :9.8�665N���

圧縮上死点 / バルブクリアランスの調整
バルブクリアランスは、圧縮上死点(各合わせマークが
合わさった状態)でクリアランス調整します。

シリンダーヘッド
合いマーク

カムスプロケット
“○”合わせマーク

フライホイール
合わせマーク

フライホイール
Tマーク

シックネスゲージ

タペットアジャストレンチ
締め付けトルク：9.0Ｎ・m

カムチェーンテンショナー
シーリングボルト

タイミングホールキャップ

クランクシャフトホールキャップ
締付トルク：8.0N・m 

締付トルク：6.0N・m

タイミングホール

フランジボルト（M6×18）
この箇所のボルトを外すとカム
チェーンが張りやすくなります。
オイルが出ますので拭き取って
下さい
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                                         POWER PACK 125       No.2/2

Administrator
テキスト ボックス
GROM

Administrator
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APPLICATION 

Administrator
テキスト ボックス
   CODE
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テキスト ボックス
 ( With HIGH CAMSHAFT TYPE 2 )
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テキスト ボックス
 ( With HIGH CAMSHAFT TYPE 1 )

Administrator
テキスト ボックス
Reuse Honda genuine parts that are not in the kit.Change the reusing parts with new parts if there are significant blem, fatigue and wear.Clean the parts before installation
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Turn of removing
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Turn of installing
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CYLINDER HEAD & CYLNDER PART
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Refer to adjustment / confirmation 
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Apply engine oil
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Sealing (copper) washer
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IN : SHORT
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EX : LONG
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DON'T USEIMPACT WRENCE
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Specialized tool: UNIVERSAL HOLDER
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Piston's EX mark face to exhaust side.
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We recomined to tie the chai with wire to avoid dropout of the chain into crankcase.
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ABOUT INJECTOR AND ASSOCIATED PARTS
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テキスト ボックス
Please take care to keep out dust for intake pipe, injector parts, fuel hose when you remove and install injector. lf dust come in, injector may have trouble from blocked up.
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INSTALLING PISTON RINGS
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Install the pistor rings as it is shown.
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●The mark of TOP RING and SECOND RENG must be set upward.●Set ring's disconnected part as it is shown.●There is no specified direction of top or bottom for EXPANDER and  SIDE RAIL.
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PART DATE
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 No.
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  NAME 
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 PCS
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EXPANDER 
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SIDE RAIL (BOTH SAME)
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SECOND RING (BLACK)
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TOP RING (WHITE)
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Piston's EX mark face to exhaust side.
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※Appoly Engine oil on 　piston and piston rings.
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5. TOP RING
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MARK
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MARK
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4. SECOND RING
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3. SIDE RAIL
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1. EXPANDER
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2. SIDE RAIL
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TIGHTENING TORQUE
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       NAME
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 FIG
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       NAME
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 FIG
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QTY
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QTY
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FLANGE NUT
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FLANGE BOLT
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CYLINDER HEAD CAP NUT
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FLANGE BOLT
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TIMING HOLE CAP BOLT  M6 X 20
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ADJUST SCREW LOCK NUT
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OIL TEMPERATURE SENSOR M10
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INTAKE PIPE BOLT  M6 x 30
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CAM CHAIN GUIDE ROLLER PIN BOLT  M8
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L SIDE COWER BOT M6 X 20
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CAMSPROCKET BOLT M8 x 22 
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ROCKER ARM SET PLATE BOLT  M6X12
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How to remove and install PISTON PIN CLIP
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LONGNOSE PLIERS
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PIN CLIP

Administrator
テキスト ボックス
1)Pinch the pin clip by longnose pliers and turn the 　cutout section for the groove section of the 　piston.2)Pinch the cutout section of pin clip by longnose 　pliers and pull in to inside of the hole, and 　remove to out side of the piston. 3) Remove completery by turn the pin clip slowly.  
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Install method is inverse process.
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Administrator
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How to remove and install CAM SPROCKET
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REMOVE1)Remove can sprocket cover, O-ring, crankshaft hole cap and timing hole cap, oil filer bolt.INSTALL1)Turn the camshaft to TDC (COMPRESSION TOP DEADCENTER)   and fix temporary to camshaft with camchain when the mark on the camsprocket"O" aligns the cylinder head matching projection.2)Turn the crankshaft counterclockwise until the line adjoining the line mark on the flywheel "T" aligns the crankcase matching projection with keep TDC, and confirm the mark on the camsprocket"O" aligns the cylinder head matching projection. If it's not correct, try again to install camsprocket.3)Fix the camsprocket and tighten the camsprocket bolts by UNIVERSALHOLDER(specialized tool)4) Pourthe engine oil 4.0cc into the push rod from flange bolt hole (M6x18) and tighten the bolt with new sealing washer.
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SETUP VALVE CLEARANCE 
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1)Turn the crankshaft counterclockwise until the line adjoining the line mark on the flywheel "T" aligns the crankcase matching projection and confirm the TDC position by rocker arm movement. 2)With correct valve timing, insert the thickness gauge between the adjust screw and valve stem and check the valve clearance of intake and exhaust side.
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1)Loosen the lock nut and adjust correct valve clearance by turning the adjust screw. After the adjustment, tighten the lock nut with fix the adjust screw. After tightening the lock nut, check the valve clearance again. (Tightening torque : 9.0N·m) 2)Check the condition of O-ring for each hole, and if necessary change the new one and apply engine oil to the O-ring. install valve adjust hole cap, cam sprocket cover, crankshaft hole cap and timing hole cap. (Tightening torque : Crankshaft hole cap: 8N･m / Timing hole cap: 6.0N･m)
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●VALVE CLEARANCE  IN  intake side : 0.10±0.02mm  EX  exhaust side : 0.17±0.02mm 

Administrator
テキスト ボックス
ADJUST
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ADJUSTMENT TDC / VALVE CLEARANCE
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Adjust the valve clearance with TDC situation (Aligned each matching mark)
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TAPPET ADJUST WRENCH
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(Tightening torque: 9.0N•m)
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THICKNESS GAUGE 
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   TIMING HOLE
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  FLY WHEELMatching mark
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  FLY WHEEL      T-Mark
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TIMING HOLE CAP
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(Tightening torque: 6.0N•m)
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CRANKSHAFT HOLE CAP
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(Tightening torque: 8.0N•m)
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CYLINDER HEAD  Matching mark
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CAM SPROCKET Matching mark "O"
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CAMCHAIN TENSIONER     SEALING BOLT
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FLANGE BOLT (M6x18) You can set up camchain easily when loosen this bolt.In this case, engine oil will flow off. Please wipe up.


