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製品、装着についての注意（必ずお読み下さい）

�気���点や、異
常�発見�た場合�
直ち�走��停止�
�、当社�で、�連
絡����

当用紙�オートバイ
整備�基本的な知識
�持�た方�対象�
������技能や
知識��持ち�なら
な�方�作業��わ
な�で����

エンジン作動中、作
動後�シリンダーや
クランクケース、マ
フ ラ ー 等 が 大 変 高
熱�な������
で、不用意�ふれ�
��け�せん�

火気厳禁
作業中�引火性�非
常�高�オイル�使
用����で、�バ
�等�厳禁で��

エンジン作動中、作動
後�エンジンオイル�
高温状態�為、十分�
冷��から（表面�低
温でもオイル�高温�
つ�注意）作業�開始
������

●本����ース�用�ー�で��ク�ー�等������せん�で、�����た�で�使用���������本����ース�用�ー�で��ク�ー�等������せん�で、�����た�で�使用���������
●���ー����で��たエンジンオイル�熱�冷��、熱的トラ�ルや性能低����冷��ー�で�����ー����で��たエンジンオイル�熱�冷��、熱的トラ�ルや性能低����冷��ー�で��
●���け不�や����ン��ス�����シ�ン��、エンジン����連�ー����や�れ�����等���け不�や����ン��ス�����シ�ン��、エンジン����連�ー����や�れ�����等

�つ���全�本人�責任と�、当社����責任�負��せん�で�了承����
●������������������������、���れ��な������な�で����������������������������、���れ��な������な�で����
　��、���原因�もな����
●���け��、����ン�作業���整備������方が��������た�������等が��で����け��、����ン�作業���整備������方が��������た�������等が��で�

な�方���、�門店�担当者��、当社�で�相談����
●����、�����と��ー�ー�ー�スマ���ルと合わせ���作業������������、�����と��ー�ー�ー�スマ���ルと合わせ���作業��������
●エンジン��動���、�ルト、��ト�が���能性が�����走�����、����ルト、��ト��エンジン��動���、�ルト、��ト�が���能性が�����走�����、����ルト、��ト��

締��具合�確認������
●���ー�����用����れ�����で、�������用�で��せん����ー�����用����れ�����で、�������用�で��せん�
※金属��や樹脂���、使用環境や経年変化���、錆�発�や��が�化�����了承������発�や��が�化�����了承�����や��が�化�����了承�������了承������了承�����
※�ルマイト���経年変化���色�せ等が発���場合が������らか���了承����

スーパーオイルクーラーKIT��������ー���下�������������ー���下�����
商��ード （�ペ�ト�ャ�プ / �ラ�ク）360-1432700 （�ペ�ト�ャ�プ / シルバー）360-1432710

適合�� �ロ�（JC61）

備考 ○��出�口�当社� 164/181cc 用シリンダーで��
※ノーマル、当社� 133cc 用シリンダー�使用不�

製品の保証について
●�����全��������が、��当社�����原因�����不�が����た�����全��������が、��当社�����原因�����不�が����た

場合�、同様、同数�新����と���替え��、無償修������但��れ����障、
��、��等�つ����ー��代金、修�保証、整備費用等�代償��容赦����

●当社���保証���商���後から 6 ��で��当社���保証���商���後から 6 ��で��6 ��で����で��

〒 ����������������
東大阪市長田 ������������
TEL.�6�6��������������
FAX.�6�6��2���4�

150522 M-T

パ�キ�グ�ス�（図�番号と照合�せ�作業�������） 360-1432700 360-1432710
図�号 �ー�名 商��ード 個数
A1 �ペ�ト�ャ�プ　（シルバー） 310-1432900 - × 1

�ペ�ト�ャ�プ　（�ラ�ク） 310-1432901 × 1 -
A2 マウント�ペ�ト�ャ�プ　（シルバー） 310-1432910 - × 1

マウント�ペ�ト�ャ�プ　（�ラ�ク） 310-1432911 × 1 -
A3 �ャ�プ�ルト　M6 × 15 060-0500015 × 6 × 6
B1 オイルクーラー�ンデン�ー　（3 段） 360-0500100 × 1 × 1
B2 �ル�シーリン�ワ�シャー　10mm 771-0500999 × 5 × 5
B3 オイル��プル　（�ルー） 0900-990-90002 × 3 × 3

B4 ユ�オン�ルト（��ド） 771-0900900 シリンダーオイルギャラリー
ユ�オン�ルト再使用

B5 ユ�オン��プル（�オ）10MM/6 ホース 0900-990-90010 × 1 × 1
B6 オイルクーラーホース　100CM 991-0000100 × 1 × 1
B7 ス�ン�スバンド　（φ 8-12） 995-0500012 × 4 × 4
C1 オイルクーラース�ー 360-1432705 × 1 × 1
C2 �ャ�プ�ルト　M6 × 25 060-0500025 × 2 × 2
C3 平ワ�シャー　6.5 × 16 × 1.6 090-0907006 × 8 × 8
C4 �ロ��ト�ラー （6.2 × 7.5 × 7） 093-0900003 × 4 × 4
C5 �ロ��ト　（7.5 × 9 × 7.5） 752-9999099 × 4 × 4

コ�デ�サーの取付
●先�オイルクーラー�仮���、��位置�決��からオイルホース�適�

な長�����、��ー��つなげ�����オイルホース�マフラーやエ
ンジン�接触�な������回������

●�ルト、��ト�����れた締��けトルクで締��け�����
●エンジンオイル�オイルクーラー�増�分（規定量＋ 75 ～ 100 ㏄��）�

れ�����
●走��、オイル漏れや�ー��がたつ�等が無�か、��確認������
※エンジン�始動���、��な��か�な�で����オイルクーラー�容エンジン�始動���、��な��か�な�で����オイルクーラー�容

量分、シリンダーヘ�ド�潤滑��イ�ラ�が���為、�イドリン�で十
分�オイル�廻������

�属�れ��な��ー��基本的�純��ー��再使用����
再使用���ー��傷、�た�、摩耗等��化が著��場合�新�と交換������

IN

OUT

オイルギャラリー

再使用 B3

B6

B7

B2
B4

�属�れ��な��ー��基本的�純��ー��再使用����
再使用���ー��傷、�た�、摩耗等��化が著��場合�新�と交換������

����ーのオイルライ�（取り出し）について
●エンジンが冷え�����確認��作業������
●オイルラインからオイルギャラリー�外�、�属�オイル��プル、�ル�ワ�シャ�交換������
●�ルト、��ト�����れた締��けトルクで締��け�����
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オイル：規定量＋75～100㏄

純正部品
91372-KPH-900

B1

B2

B4

A3

純正部品
91372-KPH-900

締�トルクN・m（1kgf・ｍ : 9.80665N・m）
図�号 �ー�名 個数 備考
B3 オイル��プル　（�ルー） × 3

15N・m
B4 ユ�オン�ルト（��ド） × 1

締�トルクN・m（1kgf・ｍ : 9.80665N・m）
図�号 �ー�名 個数 備考
A3 �ャ�プ�ルト　M6 × 15 × 6 12N・m
B3 オイル��プル　（�ルー） × 3

15N・m
B4 ユ�オン�ルト（��ド） × 1

C2 �ャ�プ�ルト　M6 × 25 × 2 12N・m
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CODE
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APPLICATION
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FEATURE
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GROM
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    TAPPET CAP / BLACK 
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   TAPPET CAP / SILVER
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Oil is to come from Kitaco 164/181cc cylinder.

Administrator
テキスト ボックス
※Stock / Kitaco 133cc cylinder not usable. 
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Thank you for purchasing Kitaco product.  Read and understand the instruction before installing.
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             ■ ATTENTIONS (MUST READ)

Administrator
テキスト ボックス
●Super oil cooler kit is for racing use only.  Use this product with your responsibility. ●This product is to cool engine oil to avoid heating troubles to cause performance decrement.●We are not responsible for damages and accidents caused by assembling mistake and improper setting.●Do not modify the way which is not listed or it will cause damage and trouble.●Please ask authorized mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ●Refer to the manufacturer HONDA service manual when installation.●Bolts and nuts may get loosen by engine vibration. ●SUPER OIL COOLER KIT is designed and made exclusive for GROM, do not use on other models.※Metal / resin products will have rust for ages.  Please understand when using.※Alumite products may get colored for ages.  Please understand when using.
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FLAMMABLES
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Inflammable high oil is used during operation. The use of products causing fire or smoke is strictly prohibited.
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As for engine oil, during engine operation and after operation are extremely hot.Please start working after the oil cools down enough (it may be hot even when the surface is cool).
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As for cylinder, crankcase, exhaust pipe, etc., during engine operation and after operation are extremely hot. Do not touch carelessly.
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This instruction sheet is for the person who has basic knowledge for maintenance. Do not operate if you do not have skill and knowledge. 
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PACKING LIST (Refer to the figures & illustration right side)
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   CODE
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   NAME
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QTY
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TAPPET CAP (SILVER)
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TAPPET CAP (BLACK)
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MOUNT TAPPET CAP (SILVER)
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MOUNT TAPPET CAP (BLACK)
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CAP BOLT
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OIL COOLER CONDENSER (3-LAYER)
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ALUMINUM SEALING WASHER
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UNION BOLT (RED)
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OIL NIPPLE (BLUE)
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UNION NIPPLE (BLUE)
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OIL COOLER HOSE
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STAINLESS STEEL BAND (φ8-12)
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OIL COOLER STAY 
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CAP BOLT
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FLAT WASHER
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GROMMET COLLAR
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GROMMET
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CYLINDER OIL GALLERY    UNION BOLT, REUSE
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UNION BOLT (RED)
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CAP BOLT
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OIL NIPPLE (BLUE)
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CAP BOLT
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OIL NIPPLE (BLUE)
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UNION BOLT (RED)
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Reuse Honda genuine parts if those are not in the kit.Change the reusing parts with new parts if there are significant blem, fatigue and wear. 
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●Make sure to start operation after engine cools down enough.●Remove oil gallery out of oil line.  Exchange them to oil nipple & aluminum washers in the kit.●Tighten bolts & nuts with specified tightening torque.
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Tightening torque
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REFERENCE
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 OIL GALLERY
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REUSE
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Honda genuine parts
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Honda genuine parts

Administrator
テキスト ボックス
●Assemble oil cooler temporarily and decide where to route the hose.  Then, cut the oil hose, connect it to other parts. Keep the oil hose away from muffler / engine.●Tighten bolts & nuts with specified torque.●Add engine oil (standard amount + 75 ~ 100cc) for oil cooler capacity.●Make sure that the all the bolts & nuts are tightened, no oil leakage & no loosening before you drive.※Do not start engine quickly.Keep idling before oil goes all inside the cylinder head lubrication.Reuse Honda genuine parts if those are not in the kit.●Change the reusing parts with new parts if there are significant blem, fatigue and wear. 
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Tightening torque
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QTY
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REFERENCE
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OIL :standard amount + 75 ~ 100cc
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3-8-13 NAGATA, HIGASHI-OSAKA,OSAKA, 577-0015, JAPAN
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http://www.kitaco.co.jp/
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ABOUT A CYLINDER OIL LINE (EXTRACT)
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HOW TO INSTALL CONDENSER
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SUPER OIL COOLER KIT (3-LAYER), FOR CYLINDER HEAD LOWER MOUNT
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