
No,1/5

500-1439110 500-1439140 500-1439190

MASTER CYLINDER PARTS
FIGURE NAME CODE QTY
B1 MASTER CYLINDER SUB ASSY FRONT C110 500-1439011 1
B2 BRAKE LEVER R 525-1432002 1
B3 HANDLE LEVER PIVOT M6 BOLT 500-1446004 1
B4 FLANGE LOCK NUT M6-P1.00 001-0550006 1
B5 FLANGE SH (HEXAGON) BOLT M6x22 (BLACK) 500-1446005 2
B6 BRAKE SWITCH HARNESS C110 500-1439016 1

BRAKE CALIPER PARTS
FIGURE NAME CODE QTY
A1 CALIPER ASSY FRONT 500-1446001A 1
A2 BRAKE PAD 925RSI 777-0925077 1
A3 FLANGE HEXAGON BOLT M8x22 500-1439013 2

*Basically, reuse genuine parts if it is unattached. If there is a hard degradation like a blem, fatigue and wear etc on the reuse 
 parts, please change to new ones.
*Refer to the No.3 for installation.

ATTENTION (MUST READ)

Do not modify the 
w ay  w h i c h  i s  n o t 
listed or it will cause 
damage and trouble.

The l icense is not required 
for some brake maintenance, 
but opera�ng by beginner is 
prohibited. Ask mechanic if you 
do not have skill and knowledge.

If there is trouble on 
brake and related parts 
may causeof big accident 
immidiately. Handle with 
extreme care.

This instruc�on sheet is for 
the person who has basic 
knowledge for maintenance. 
Do not operate if you do not 
have skill and knowledge.

riding.

way which is not listed or it will cause damage and trouble.

se�ng.

understand the role of the surrounding parts.

deteriorated.

Please use consumable parts below when installing.
BRAKE FLUID DOT3 or DOT4
SEALING WASHER BANJO / ALUMINUM WASHER (2PCS) 0900-771-90001
OPTION PARTS
BRAKE PAD SBS 925 SERIES (TYPE : HF / RSI)

個数
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D1
E1

BRAKE HOSE PARTS
FIGURE NAME CODE QTY
C1 BRAKE HOSE comp FRONT C110 500-1439010 1
C2 BANJO BOLT M10x22 500-1446007 2
C3 ALUMINUM WASHER BANJO BOLT 771-0500999 4
C4 BRAKE HOSE CLAMPER (K) 500-1439008 1
C5 (T) 500-1439009 1
C6 FLANGE HEXAGON BOLT M6x12 062-0561012 4
C7 SPEED METER CABLE GUIDE 500-1439007 1
C8 TIE WRAP 100x2.5mm 700-9200100 2

FRONT WHEEL / DISC ROTOR PARTS
FIGURE NAME CODE QTY
D1 WHEEL ASSY FRONT 500-1446011 1
D2 SPEED METER GEAR BOX ASSY 500-1439014 1
D3 DISC ROTOR FRONT 500-1446013 1
D4 ROTOR BOLT M8x24 500-1446014 4
D5 AXLE COLLAR C110 500-1439015 1
D6 SPACER SHIM 12.5x26xT0.5 090-0601125 1

FRONT FORK PARTS
E1 FRONT FORK ASSY R SIDE 500-1439012 1

FRONT DISC BRAKE KIT
CODE

APPLICATION

BLUE R SIDE : GREEN R SIDE : BEIGE R SIDE :

SUPER CUB110 (JA44)

Thank you for purchasing Kitaco product. Read and understand the instruction before installing.
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500-1439110 500-1439140 500-1439190
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G5
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G2

HANDLE / OUTER PARTS
FIGURE NAME CODE QTY
F1 HANDLE PIPE comp 500-1439001 1
F2 HANDLE COVER UPPER 1
F3 HANDLE COVER LOWER 1
F4 HANDLE LOWER LID 500-1439004 1
F5 L WINKER RUBBER 500-1439005 1
F6 R WINKER RUBBER 500-1439006 1
F7 CLIP NUT 4mm 059-0000040 1
F8 TRUSS SCREW M4x16 046-0592016 1
F9 HINGE PATCH SCREW 500-1439022 1

WINKER PARTS
FIGURE NAME CODE QTY
G1 WINKER ASSY L FRONT 500-1439019 1
G2 WINKER CONVERT HARNESS L 500-1439017 1
G3 WINKER ASSY R FRONT 500-1439020 1
G4 WINKER CONVERT HARNESS R 500-1439018 1
G5 WINKER STAY FRONT 500-1439021 2
G6 CAP BOLT M6x12 060-0500012 2

M4x17
6)

ATTENTION!
●REMOVING / INSTALLING COVERS
*Removing / installing outer cowls are 
  required to install this product. Refer to 
  the manufacturer service manual when 
  installation.

DISASSEMBLE : REMOVE OUTER COWLS

*Basically, reuse genuine parts if it is unattached. If there is a hard degradation like a blem, fatigue and wear etc on the 
  reuse parts, please change to new ones.
*Refer to the instruction below to install.

OUTER COWLS REMOVING ORDER
1 ↓ HEAD LIGHT
2 UPPER HANDLE BAR COVER
3 CENTER COVER
4 FRONT COVER
5 MAIN SWITCH COVER
6 LEG SHIELD
7 SIDE COVER
8 BODY COVER
9 COMBINATION METER

FRONT DISC BRAKE KIT
CODE BLUE R SIDE : GREEN R SIDE : BEIGE R SIDE :

COMBINATION METER BACK SIDE : 

R. FRONT WINKER LIGHT
2P (RED) COUPLER

(REUSE)
(REUSE)COMBINATION 

METER / 
METER WIRE

DIMMER SWITCH
4P COUPLER

(REUSE)

HORN SWITCH
3P (BLACK) 
COUPLER

METER INSTALLATION
SCREW M5 x 16

COMBINATION METER WIRE 
12P (BLACK) COUPLER

COMBINATION
METER WIRE
2P COUPLER

GROMMET
(REUSE)

UPPER HANDLE BAR COVER

Be careful of claw breaking.

Be careful of 
claw breaking. FRONT COVER

     MAIN
SWITCH COVER

LEG SHIELD

TAPPING
(REUSE)

HEAD LIGHT

(REUSE)

(REUSE)

(REUSE)

WINKER LIGHT SWITCH
3P (RED) COUPLER

WINKER RELAY
3P COUPLER

STARTER SWITCH
3P (BLACK) COUPLER

APPLICATION : SUPER CUB110 (JA44)



DISASSEMBLE :                       
REMOVE STOCK HANDLE BAR / R 
LEVER / THROTTLE HOUSING

2 Remove the parts below.
・LOWER HANDLE COVER
・STARTER / WINKER SWITCH 

(INSIDE LOWER HANDLE COVER)
・HANDLE BAR END / INNER 

WEIGHT
・THROTTLE HOUSING / PIPE
・COMBINATION METER ASSY 

(METER SUB HARNESS)

※ Refer to the No.2 OUTER COWLS 
REMOVEMENT

2-1 REMOVE THROTTLE HOUSING 
/ PIPE

Remove throttle cable from 
throttle pipe.

2-2 REMOVE R HANDLE BAR END

※ Push retainer ring claw by minus 
driver, etc from handle hole or 
remove screw M6 x 45 〔Fig.00〕.

1 Do not use stock parts below.
・HANDLE COVER (UPPER / LOWER) *
*Reuse some screw and bolt
〔Refer to the outer cowls removing / installing 

illustration〕
・HANDLE BAR
・FRONT WHEEL
・BRAKE PANEL
・BRAKE WIRE
・R SIDE FRONT FORK ASSY
・CABLE GUIDE (STAY)
(If reusing tire, replace it.)

M6x45

DISASSEMBLE : REMOVE STOCK FRONT WHEEL / SUSPENSION / HANDLE
ASSEMBLE HANDLE BAR / COVER / WINKER

※ Refer to the left or service manual for disassemble.
Basically, reuse genuine parts if it is unattached.
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No,3/5

500-1439110 500-1439140 500-1439190
FRONT DISC BRAKE KIT

CODE BLUE R SIDE : GREEN R SIDE : BEIGE R SIDE :

APPLICATION : SUPER CUB110 (JA44)

HANDLE POST
BOLT / NUT

CABLE GUIDE

Be careful of 
claw breaking.

BRAKE CABLE
METER CABLE

BRAKE PANEL

SCREW

R HANDLE
BAR END

THROTTLE PIPE

THROTTLE HOUSING
(SCREW M5 x 25)

REMOVING / INSTALLING BAR END
RETAINER CLAW

INNER WEIGHT
INSTALLING / REMOVING HOLE

FOR HANDLE BAR RETAINER

INNER WEIGHT
NOTCH

RETAINER
(If there is a scratch or wear, 
please change to new one.)

Remove bolt by 
shock driver,etc

while fixing inner 
weight.

TORQUE : 10N・m
Apply screw lock prevent loosening.
(If there is a scratch or wear, please change to new one.)

Slide grip / throttle pipe 

R handle bracket to inside.

HANDLE BAR UPPER SIDE (Illustration is drum brake) :

SPEED METER CABLE
WINKER RELAY

HEAD LIGHT 8P 
    (BLACK) COUPLER

F BRAKE CABLE
  (Do not use)

L. FRONT WINKER LIGHT
2P (BLACK) COUPLER COMBINATION

METER WIRE 12P
(BLACK) COUPLER

COMBINATION
METER WIRE 2P

Reuse stock

Reuse stock

CLIP
STOCK SUB HARNESS

(REUSE)

(REUSE)

HANDLE POST NUT
TORQUE : 59N・m

WINKER RELAY
R. FRONT WINKER LIGHT

Connect to 2P (RED) coupler
*Back side of combination meter

TAPPING



METER CABLE

B4

B6

PUNCH MARK
[UP] is upward

MASTER CYLINDER HOLDER

Tightening order :
UPPER → LOWER

M6 x 22 (BLACK)

PUSH (Push claw when removing.)

METER CABLE

TORQUE : 59N・m

MOUNT BOLT
68N・m

UPPER / LOWER

METER CABLE

Disc wheel kit parts and relaterd
stock parts are listred.
Other parts are omit.

INSTALL FRONT MASTER CYLINDER
1-2 Connect attached (B6) brake 

switch harness.

▲

1-1 Install master cylinder holder with 
[UP] to upward.
Match master cylinder holder 
matching part and handle bar 
punch mark (upper part) and 

order.
TORQUE : 10 N·m (1.0 kgf·m)

INSTALL BRAKE HOSE

C4

C6

C7

C5
C6

C1

1-2 Fix brake hose (C1) to 
meter cable guide (C7) with 
attached hose clamper (C4).

1-3 Install brake hose to master 
cylinder and caliper.

※ TORQUE : 34 N·m (3.4 kgf·m)

※ TORQUE : 34 N·m (3.4 kgf·m)

INSTALL BRAKE HOSE (LAYOUT)
1-1 Insert brake hose to handle 

lower lid (F4) and hose guide 
as〔Fig.01〕.

〔Fig,01〕

ＧＲＥ
ＡＳＥ

〔Fig.01〕
LOCK

NEW

ＧＲＥＡＳＥ

f ･ｍ= 9.8065 N · m

D3

D4

D2

D1

A3

D6

E1

C4

C6C6
C7 C5

ASSEMBLE DISC WHEEL / ROTOR
2-2 Insert stock speed meter 

cable to attached speed 
meter gear box with matching 
its shape.

※ Layout cable as same as stock 
route.

2-1 Install brake rotor to front 
wheel.

! Tighten rotor bolt diagonally 
alternately evenly.
TORQUE : 42 N·m (4.2 kgf·m)

※ Install speed meter gear box 
protrusion avoid to front wheel 
claw.〔Fig.01〕

ASSEMBLE CALIPER (SUPPORT)
1-2 Install brake caliper ASSY (A1) 

to (E1) right bottom case side 
with installation bolt M8 x 22 (A3) 
temporarily.

※
installing wheel (rotor) while apply 
brake ease to decide where to 
install.

INSTALLING R SIDE FRONT FORK
1-1 Tighten front fork (E1) to 

fork top bridge with upper 
/ lower mount bolt.
TORQUE : 68 N·m (6.8 kgf·m)

1-1
pressure system to release air.

1-2 Tighten brake caliper assy (A1) 
temporarily tightening bolts M8 

※
ease to decide where to install.

DEGASSING / ADJUST

Put the removed outer cowls back.

No,4/5

500-1439110 500-1439140 500-1439190
FRONT DISC BRAKE KIT

CODE BLUE R SIDE : GREEN R SIDE : BEIGE R SIDE :

APPLICATION : SUPER CUB110 (JA44)

TORQUE : 
            42N・m

Tighten evenly.

Refer to the details

Apply grease
Apply screw lock

Change to 
new or Kitaco one

TORQUE : 

CLAW

NOTCH
(Avoid claw)

HOSE PROTECTOR
*Do not put the hose through.

BRAKE HOSE

HOSE GUIDE



No,5/5

500-1439110 500-1439140 500-1439190
FRONT DISC BRAKE KIT

CODE BLUE R SIDE : GREEN R SIDE : BEIGE R SIDE :

APPLICATION : SUPER CUB110 (JA44)

BRAKE MASTER / CALIPER MAINTENANCE ILLUSTRATION
*Basically, reuse genuine parts if it is unattached. If there is a hard degradation like a blem, fatigue and wear etc on the reuse 
  parts, please change to new ones.

Refer to the illustration below to disassemble / assemble caliper.
※ Mark piston enables to put it back.

※ When removing caliper piston by compressor, cover piston by cloth 
prevent from damage by piston and caliper body. Do not make air to 
high pressure or do not air gun gets too close to inlet.
 

※ Install piston with opening part face to pad.

● ADVICE WHEN CHANGING BRAKE PAD
In case of changing brake pad to new one, push caliper body to 
inside to push caliper piston before removing pad. Must to change 
brake pad with left and right together.

Refer to the illustration below to disassemble / assemble master cylinder
※

※ Be careful not to turn over the piston cup ring part.
※ Install snap ring chamfered side face to thrust load side and make sure ring 

seats to groove. (Reusing snap ring is prohibited because it might rotate on 
groove.)

※ Match switch boss and master cylinder hole. Tighten pivot nut while fixing 
pivot.

A1 A3

A11

A6

A12 A13

A7 A8

A16

A2

A17

Ｆ

A18

LOCK

ＧＲＥＡＳＥ

ＧＲＥＡＳＥ

ＧＲＥＡＳＥ

FLUID

NEW

ねじ

ブレ

新品または当社品に交換

LOCK

シリ

FLUID

NEW

ＧＲＥＡＳＥ
0.4g

NEW

FLUID

3-8-13 NAGATA,HIGASHI-
OSAKA,OSAKA,JAPAN      
https://www.kitaco.co.jp/

210701 M-T

0.1g

FLUID

FLUID

FLUID

NEW ＧＲＥＡＳＥ

0.1g
ＧＲＥＡＳＥ

LOCK

NEW

ＧＲＥＡＳＥ

f ･ｍ= 9.8065 N

Refer to the details

Apply grease
Apply screw lock

Change to 
new or Kitaco one

TORQUE : · m

TORQUE : 5.9N・m (0.6kgf・m)

SCREW
PRIMARY
PISTON CUP 
(GROOVE)

BOOTS

SECONDARY
PISTON CUP

SNAP RING

MASTER 
PISTON

PIVOT BOLT
10N・m

PIVOT NUT
5.9N・m

TORQUE
34N・m

BRAKE LIGHT
SWITCH SCREW

1.2N・m
BRAKE LIGHT
SWITCH HARNESS

F BRAKE CALIPER
MOUNT BOLT

PAD SPRING

5.4N・m
BLEED VALVE
(Tightened)

BOOTS

OIL BOLT
34N・m

SEALING WASHER

PAD PIN
17N・m

BRACKET ASSY

34N・m

CALIPER 17N・m
PIN BOLT (Tightened)

BOOTS

CALIPER
PISTON

DUST
SEAL

PISTON
SEAL BRAKE PAD

(ATTACHED)

30N・m

Use specified tool (snap ring plier) for removing / installing snap ring.

1.5N・m


