
●この度はキタコ製品をお買い求め頂き誠に有り難うございます。説明文を良く理解して正しい取付を行って下さい。

1

1

1

2

3

4

接合箇所に液状ガスケット塗布

接合箇所に液状ガスケット塗布

ラバーバンド内側
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8 締付トルク20N・m（2.0kgf・m）
（ノーマルマフラー取付位置へ）

締付トルク20N・m（2.0kgf・m）

バンドで挟む

JMCAプレート

OP1

ノーマルマフラーボルト
（ノーマルマフラー取付位置へ）
締付トルク20N・m（2.0kgf・m）

ノーマルボルト
締付トルク12N・m（1.2kgf・m）

5

ノーマルボルト
締付トルク12N・m（1.2kgf・m）

ノーマルパーツ

ネジロック塗布

浸透性防錆潤滑剤〔ルーセン〕塗布

シリンダーヘッド排気ポート

ノーマルナット
締付トルク：23N・m（2.3kgf・m）

マフラーガスケット

GPRアップマフラー（STAINLESS）
商品コード��548-1432100 適合車種��GROM（JC61）

備考 : ●�������8���������8����8����（加速騒���1��）��））　● JMCA 認定番号�1113006024

製品の保証について
●製造には万全を期しておりますが、万一当社の製造上の原因による品質不良がありまし
た場合は同様、同数の新しい製品とお取り替え、又は無償修理致しますが、それに伴う故
障、破損、事故等についてのパーツ代金、整備費用の代償はご容赦下さい。
●当社製品の保証期間は商品購入後から 6 ヶ月間です。

取扱いについての注意！
本製品はステンレス製の�、�行を��ていきますと���ーの�� � �に�キ�ース�パ�� � が�によって��することがありますが、の�、�行を��ていきますと���ーの�� � �に�キ�ース�パ�� � が�によって��することがありますが、、�行を��ていきますと���ーの�� � �に�キ�ース�パ�� � が�によって��することがありますが、�行を��ていきますと���ーの�� � �に�キ�ース�パ�� � が�によって��することがありますが、� �に�キ�ース�パ�� � が�によって��することがありますが、�に�キ�ース�パ�� � が�によって��することがありますが、� が�によって��することがありますが、が�によって��することがありますが、
異常ではありません。�キ�ース�パ��の焼け取りを行う場合、市販の専用科学薬品をご使用ください。
●油分や汚れが付着した状態で�ンジンを始動させると、付着部分だけ、異なった焼け方（��）をします。�ンジン

を始動させる前に作業時に付着した油分や汚れ（手袋や素手で触れた箇所）を、脱脂剤でふき取ってください。
お手入れについて
●本製品はステンレス製ですが、�な�の��の原因は、��による���で��が��した�のです。�正���ー�同様、���は��な�の��の原因は、��による���で��が��した�のです。�正���ー�同様、���は����で��が��した�のです。�正���ー�同様、���は��で��が��した�のです。�正���ー�同様、���は���が��した�のです。�正���ー�同様、���は�が��した�のです。�正���ー�同様、���は�。�正���ー�同様、���は��正���ー�同様、���は����ー�同様、���は��同様、���は����は���は��

��による����です。この�状は��として�けられませんが、��に��しているだけの�のなので、���の��コン���スによる����です。この�状は��として�けられませんが、��に��しているだけの�のなので、���の��コン���ス����です。この�状は��として�けられませんが、��に��しているだけの�のなので、���の��コン���スこの�状は��として�けられませんが、��に��しているだけの�のなので、���の��コン���ス
を塗布することでくす�の進行を遅らせることができます。

●本製品を�れたままで��させないでください。くす�、�の原因になります。を�れたままで��させないでください。くす�、�の原因になります。�れたままで��させないでください。くす�、�の原因になります。くす�、�の原因になります。の原因になります。

製品、装着についての注意（必ずお読み下さい）
●セ�ティング不良や組�付け�ス等による�ンジンその���パーツの破損、それに伴う事故等については全て本�の��とし、当社付け�ス等による�ンジンその���パーツの破損、それに伴う事故等については全て本�の��とし、当社�ス等による�ンジンその���パーツの破損、それに伴う事故等については全て本�の��とし、当社

は一切の��を負いませんのでご注意下さい。
●このパーツは車種専用に設計されていますので、�の車種には装着しないで下さい。
●組�付け及び、セ�ティング作業は必�整備士資格のある方が行って下さい。また周辺部品の役割等が理解できない方は必�、専門店

の担当者又は、当社までご相談下さい。
●取付の際、必�車種ごとのメーカーサービス�ニュアルと合わせて取付作業を進めて下さい。
●�ンジンの振動により、ボル�、ナ��類が緩む可能�があります。�行前は必�、各部のボル�、ナ��類の緩�具合を確認して下さい。

ノー�ル���ーとは形
状が異なりますので、取
り扱いに慣れるまでは�
触による火傷に注意して
下さい。

�ンジン作動中、作動後は
��ンダーや��ン�ケー
ス、�キパ�等が大���
になっていますので、不用
意にふれてはいけません。

説明書に記載されていない
改造や、仕様�更等は絶対
にしないで下さい。

当用紙はオー�バ�整備の
基本的な知識を持った方を
対象にしています。技能や
知識をお持ちにならない方
は作業を行わないで下さい。

お�付きの点や、異常を�
見した場合は直ちに�行を
停止して、当社まで、ご�
絡下さい。

火�厳禁
作業中は引火�の非常に�
いガソ�ンを使用しますの
で、タバコ等は厳禁です。

〒 5��-0015
東大阪市長田 3-8-13
TEL.06-6�83-5311（代）
FAX.06-6�82-0�40

130906 �-� �-�製造元

取付手順（参考図に付き、必�メーカーサービス�ニュアルを参照して下さい）
※付属されていないパーツはノー�ルを再使用しますが、再使用する部品等に摩耗や破損がある場合は新しい部品に交換し

て下さい。
●当社製���ーを図の様に仮付けすると同時に、付属パーツを取り付けて下さい（図参照）
※���れ�止の�、サ�レンサーと�キ�ース�パ���合部に�状ガスケ��を塗布して下さい。���れ�止の�、サ�レンサーと�キ�ース�パ���合部に�状ガスケ��を塗布して下さい。して下さい。
 また�状ガスケ��が�くまで�ンジンは始動しないで下さい。（� 1 時間）また�状ガスケ��が�くまで�ンジンは始動しないで下さい。（� 1 時間）1 時間）時間）
※下記の手順に従って各部の仮留めを行って頂くと組�付けやすくなります。
1� �レー�ステー�、カ�ー�、サ�レンサーステー�を�レー��に仮留めします。� �レー�ステー�、カ�ー�、サ�レンサーステー�を�レー��に仮留めします。
2�� �キ�ース�パ��とサ�レンサー①は挿しこんだ状態で仮留めして下さい。（各�続部分にガスケ��を塗布）
※サ�レンサーの "JMCA" �レー�を上に向けて下さい。
3� サ�レンサーバンド�バー�をサ�レンサー①に�してから、�ー�ガードステー�とサ�レンサーステー�に仮留めし� サ�レンサーバンド�バー�をサ�レンサー①に�してから、�ー�ガードステー�とサ�レンサーステー�に仮留めし

て下さい。（サ�レンサーバンド�バー内�に浸透���潤滑剤〔ルーセン〕を塗布するとサ�レンサーの位�が調整し
やすくなります）

●各部調整しながら指定�ル�で締め付け、���れのないことを確認して下さい。

付属品（図の番号と照合して作業を進めて下さい）（図の番号と照合して作業を進めて下さい） ※（　）内の�数は 1�ET の内容数　）内の�数は 1�ET の内容数）内の�数は 1�ET の内容数内の�数は 1�ET の内容数
図記号 パーツ名 商品コード �数 備考

1 ア�����ー（�U�） - × 1
2 �レー�ステー - × 1
3 サ�レンサーステーステー - × 1
4 カ�ー φ 8 ×φ 20 × 30 0900-093-00060 × 1

5
サ�レンサーバンド Φ 110 0900-995-10110 × 22
サ�レンサーバンド�バー 110/2.5T - × 22

6 ��ンジキャ��ボル� ��U��ボル� ��U����U�� M8 × 2525 080-056302563025 × 22 ネジロ��塗布
� ��ンジキャ��ボル� ��U��ボル� ��U����U�� M8 × 6060 080-056306063060 × 1
8 ��ンジロ��ナ�� 8mm 001-0550008 × 1
9 ス��ング ��U�� 8 × 5�mm5�mm 542-9998000 × 33
10 スペーサーカ�ー Φ 8.2 ×Φ 18 × 5 0900-093-00014 × 22 バンドで挟む
11 �ー�ガードステー - × 1
12 ����ナ�� 6mm 0900-059-00006 × 1
- �状ガスケ�� （KC-02�） 0900-969-00010 × 1

オ��ョンパーツ（別売り） ※（　）内の�数は 1�ET の内容数　）内の�数は 1�ET の内容数）内の�数は 1�ET の内容数内の�数は 1�ET の内容数
OP1 ���ーガスケ�� （XH-06）06）） 963-10000066 （× 2）× 2））
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GPR UP MUFFLER (STAINLESS)
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APPLICATION 
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● Read and understand the instruction before installing.
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■ ATTENTIONS (MUST READ)
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● We are not responsible for damages and accidents caused by assembling mistake and improper setting.●GPR UP MUFFLER is designed and made exclusive for GROM, do not use on other models.● Please have a mechanic assemble for setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ● Refer to the manufacturer HONDA service manual for each vehicle when installing● Bolts and nuts may get loosen by engine vibration. Please check and make sure each part of bolts and nuts are not loose before running. 
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This instruction is for person who has knowledge for motorcycle maintenance.  If you do not, do not try to install, but ask for mechanic.
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Cylinder, crankcase, exhaust pipe etc. are extremely hot during and after operation. Do not touch before they are cool enough.
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FLAMMABLES
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Inflammable gasoline is used during operation.  Using flammable things such as smoking is strictly prohibited.
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Do not modify the way which is not listed or it will cause damage and trouble.
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Be careful not to get burned as GPR UP MUFFLER shape is different from stock.
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Please contact a mechanic nearby immediately when you find something unusual.
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How to care mufflers
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Kitaco GPR UP MUFFLER is made from STAINLESS, which is tarnishable for years on the surface especially exhaust pipe, which is not defect, but normal.   Please use exclusive chemical agent to remove the burn.●If engine turns on with oil and dirt on the pipe, the dirty part gets different burn. Make sure to clean the oil and dirt before engine starts. 
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How to care
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●Kitaco GPR UP MUFFLER is made from stainless steel, but it gets rusted (oxidized) on the surface, due to high temperature heat of exhaust gas.
It can be delayed, by using heat-resisting silicone wax on the surface.
●Do not leave the muffler wet, which causes blem and rust.
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PACKING LIST (REFER TO ILLUSTRATION NEXT)     
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REFERENCE


Administrator
テキスト ボックス
Put on screw lock agent.
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Inserted between band
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UP MUFFLER (SUS)
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FRAME STAY
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SILENCER STAY
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COLLAR
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SILENCER BAND
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SILENCER BAND RUBBER
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FLANGE CAP BOLT (SUS)
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FLANGE CAP BOLT (SUS)
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FLANGE LOCK NUT
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SPRING (SUS)
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SPACER COLLAR
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HEAT GUARD STAY
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CLIP NUT
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LIQUID GASKET 
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OPTION PARTS (SOLD SEPARATELY)
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MUFFLER GASKET


Administrator
テキスト ボックス

Administrator
テキスト ボックス
3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015, JAPAN     
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HOW TO INSTALL (Refer to HONDA SERVICE MANUAL)
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※Exchange to new parts if "reuse" parts has scratches, blem and wear.●Install small parts that come with muffler together with muffler temporarily.※Face on liquid gasket between silencer and exhaust pipe. Do not start engine before it is completely dry (about 1 hour)※The recommended tightening order is as follows,1) Install FRAME STAY②, COLLAR④,　SILENCER STAY③ to frame side. 2) Tighten muffler with SILENCER① inserted.  (Put liquid gasket on). ※Put "JMCA" plate upper side of silencer.3) Put SILENCER① through SILENCER BAND RUBBER, tighten temporarily to HEAD GUARD STAY⑪ & SILENCER STAY③(It is easier to adjust the place of silencer when putting on penetrative anti-rust agent inside the SILENCER RUBBER BAND)●Tighten with specified torque and make sure the exhaust gas does not leak before running.
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Tightening torque
(to stock muffler installing place)
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Tightening torque
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Stock muffler bolt
(to stock muffler installing place)
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Inside the rubber band
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Put on penetrative anti-rust agent 
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Put on liquid gasket 
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Cylinder head exhaust port
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Muffler gasket
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Stock nut
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Tightening torque
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Put on liquid gasket 
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STOCK BOLT
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STOCK BOLT
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Tightening torque
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Tightening torque
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Tightening torque
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STOCK PARTS
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Put screw lock agent

Administrator
テキスト ボックス
Tightening torque 20N･m
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Insert nut between band.
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JMCA PLATE


