
仕様
外径×タンク長：φ 63 × L115mm 内容量：220cc

●この度はキタコ製品をお買い求め頂き誠に有り難うございます。説明文を良く理解して正しい取付を行って下さい。
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●製造には万全を期しておりますが、万一当社の製造上の原因による品質不良が
ありました場合は、同様、同数の新しい製品とお取り替え又は、無償修理致します。
但しそれに伴う故障、破損、事故等についてのパーツの代金、修理保証、整備費
用等の代償はご容赦下さい。
●当社製品の保証期間は商品購入後から 6 ヶ月です。
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お気付きの点や、異
常を発見した場合は
直ちに走行を停止し
て、当社まで、ご連
絡下さい。

当用紙はオートバイ
整備の基本的な知識
を持った方を対象に
しています。技能や
知識をお持ちになら
ない方は作業を行わ
ないで下さい。

エンジン作動中、作
動後はシリンダーや
クランクケース、マ
フラー等が大変高
熱になっていますの
で、不用意にふれて
はいけません。

火気厳禁
作業中は引火性の非
常に高いオイルを使
用しますので、タバ
コ等は厳禁です。

エンジン作動中、作動
後のエンジンオイルは
高温状態の為、十分に
冷してから（表面は低
温でもオイルは高温に
つき注意）作業を開始
して下さい。

●��ー�ン�されたエンジンは、高��に伴いクランクケース内の��が高くなります。そこでより大きな�面��ー�ン�されたエンジンは、高��に伴いクランクケース内の��が高くなります。そこでより大きな�面高くなります。そこでより大きな�面くなります。そこでより大きな�面
積をもったブリーザーパイプでブローバイガスを放出し、尚かつブリーザーパイプより吐出したオイルをキャッ�
タンク内に残し、��ガスのみを排出するパーツです。るパーツです。パーツです。
●組み付け不良やセッティン�ミスによるエンジンその他関連パーツの破損やそれに伴う事故等については全て本
人の責任とし、当社は一切の責任を負いませんのでご了承下さい。
●取付説明書の手順通りに正しい取付をして下さい。又、記載されていない追加工はしないで下さい。
　破損、事故の原因にもなります。
●組み付けは必ず整備士資格のある方が行って下さい。また周辺部品の役割等が理解できない方は必ず、専門店の
担当者又は、当社までご相談下さい。
●取付の際、必ず車種ごとのメーカーサービスマ��アルと合わせて取付作業を進めて下さい。
●エンジンの振動により、ボルト、ナット類が緩む可能性があります。走行前は必ず、各部のボルト、ナット類の
締まり具合を確認して下さい。
●このパーツは車種専用に設計されていますので、他の車種への流用はできません。

オイルキャッチタンク ����ン �� ���ン ����ン ��
商品コード （ブラック）616-1432200 （シルバー）616-1432210 （レッド）616-1432220

適合車種 �ロム（JC61）エンジン号機：～ JC61E-1304754

備考 エンジン号機：～ JC61E-1304755 ～以降の R クランクケースカバーは、クランクケースカバーは、エンジンオイル注入口の配置上、
オイルレベルゲージ（オイルフィラーキャップ）と本品が接触するため使用できません。

〒 ����������������
東大阪市長田 ������������
TEL.�6�6��������������
FAX.�6�6��2���4�

170425 E-T

●設置方�設置方�
1）下�を�考にオイルキャッ�タンク本�に�ップルとボルトを取り付けて下さい。� �ジ部に�状ガスケットを��して下さい �）下�を�考にオイルキャッ�タンク本�に�ップルとボルトを取り付けて下さい。� �ジ部に�状ガスケットを��して下さい �� �ジ部に�状ガスケットを��して下さい ��ジ部に�状ガスケットを��して下さい ��
2）付�のステーにステンレスバンドを�付けし、R クランクケースカバーのボルトで�締めして下さい。）付�のステーにステンレスバンドを�付けし、R クランクケースカバーのボルトで�締めして下さい。R クランクケースカバーのボルトで�締めして下さい。クランクケースカバーのボルトで�締めして下さい。
※コードクリップと干渉する場合はクリップを曲げて調整して下さい。
3）キャッ�タンク本�の設置後、付�の�ースを各�ップルからオイルキャッ�タンクまでの長さに 3 分割に切�します。）キャッ�タンク本�の設置後、付�の�ースを各�ップルからオイルキャッ�タンクまでの長さに 3 分割に切�します。3 分割に切�します。分割に切�します。
●お手入れについて： タンクの中は�期的に��し、オイルが�加している場合はオイルを��して下さい。お手入れについて： タンクの中は�期的に��し、オイルが�加している場合はオイルを��して下さい。 タンクの中は�期的に��し、オイルが�加している場合はオイルを��して下さい。タンクの中は�期的に��し、オイルが�加している場合はオイルを��して下さい。

パッキン�リスト（�の番号と照合させて作業を進めて下さい）
�記号 パーツ名 商品コード 個数

1
オイルキャッ�タンク（type X） ブラック 616-0501200

× 1オイルキャッ�タンク（type X） シルバー 616-0501210

オイルキャッ�タンク（type X） レッド 616-0501220

2 防振テープ  20 × 58 × T3mm 996-0600004 × 2

3 ステー 616-1432206 × 1

4 ステンレスバンド  50-70mm 0900-995-01070 × 2

5 バンド��ーブ φ 10 × 360mm 755-0900805 × 1

6 ワッシャ  6 × 13 × T1.0mm 090-0900006 × 1

7 �ース  7mm × 1 ｍ 0900-991-90003 × 1

8 クレセントクランプ  12.5 995-0008006 × 5

9 �ップル  8X1.25（φ 8 �ース用） 990-0800201 × 3

10 オイルフィラ−キャップ（ブリーザーアタッ�メント） 513-1002002 × 1

11 ボタンキャップボルト  M8X15 080-0551015 × 1

オプションパーツ
�状ガスケット （KC-167） 0900-969-00020

ガスケット塗布

3分割にしてください

2分割に
してください

2分割に
してください

ガスケット塗布
オイ
ルフ
ィラ
ーキ
ャッ
プへ

エアクリーナーケースへ
（ブローバイガスホース間）

ホースは純正クリップで固定

エアクリーナーケース
（クランクケースブリーザーニップル）

締付トルク : 8Ｎ・m

締付トルク : 10Ｎ・m

締付トルク : 8Ｎ・m
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クランクケースへ
（ブローバイガスホース間）

バンドをステーの切りかきに
引っかけてタンクを固定。

コードクリップと干渉する場合は
クリップを曲げて調整して下さい。

バンドをステーの穴に
通してタンクを固定。

6

カバーボルトは対角に数回
に分けて締め付ける。

※�は当社製 R クランクケースカバーですが、R クランクケースカバーですが、クランクケースカバーですが、
 純正カバーも同様に取り付けて下さい。
※エンジン号機：～ JC61E-1304755 ～以降の R クランクエンジン号機：～ JC61E-1304755 ～以降の R クランクJC61E-1304755 ～以降の R クランク～以降の R クランクR クランククランク

ケースカバーはエンジンオイル注入口の配置上、オイル
レベルゲージ（オイルフィラーキャップ）と本品が接触
するため使用できません。
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APPLICATION
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GROM
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 BLACK
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 SILVER
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  RED
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 OIL CATCH TANK  (CARBON)
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●Thank you for purchasing Kitaco product.  Read and understand the instruction before installing.
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OIL FILLER CAP (BREATHER HOSE ATTACHMENT)
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PACKING LIST (Refer to the figures & illustration right side)
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FIG
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FLAMMABLES
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Inflammable high oil is used during operation. The use of products causing fire or smoke is strictly prohibited.
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As for engine oil, during engine operation and after operation are extremely hot.Please start working after the oil cools down enough (it may be hot even when the surface is cool).
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As for cylinder, crankcase, exhaust pipe, etc., during engine operation and after operation are extremely hot. Do not touch carelessly.
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This instruction sheet is for the person who has basic knowledge for maintenance. Do not operate if you do not have skill and knowledge. 
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OIL CATCH TANK
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OIL CATCH TANK
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LIQUID GASKETS 
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3-8-13 NAGATA, HIGASHI-OSAKA,OSAKA, 577-0015,JAPAN
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http://www.kitaco.co.jp/
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Tightening torque
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Tightening torque
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● HOW TO INSTALL
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APPLY LIQUID GASKETS 
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APPLY LIQUID GASKETS 
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   ■ ATTENTIONS  (MUST READ)
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AIR CLEANER CASE
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SPONGE TAPE 
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STAINLESS BAND
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INSULATION TUBE
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CRESCENT CLAMP 
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NIPPLE 
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Engine number
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O.D.×LENGTH
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BUTTON CAP BOLT 
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The models made after JC61E-1304755 not usable as oil level gauge (oil filler cap) on R crankcase interferes.

Administrator
テキスト ボックス
●The pressure inside the crankcase of high tuned engine is really high.  Oil catch tank is to release the blowby gas in the air and keep the oil inside.●We are not responsible for damages and accidents caused by assembling mistake and improper setting.●Do not modify the way which is not listed or it will cause damage and trouble.●Please ask authorized mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ●Bolts and nuts may get loosen by engine vibration. ●Please check and make sure each part of bolts and nuts are not loose before running. ●OILCATCH TANK is designed and made exclusive for specific model, do not use on other models.●Please do not make rapid braking / install it to extremely high output engine, which causes transmission & engine broken, which also causes severe accidents.
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1) Install nipples and bolts to oil catch tank referring to below illustration.        (Apply liquid gasket on screws)             2) Put the stay on stainless band temporarily, tighten with R crankcase cover bolts.        ※Bend the clip if needed.               3) After placing oil catch tank, cut the hose into 3 to the length from nipple to tank.       
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HOW TO CARE KEEP
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※Below illustration is Kitaco clutch cover, but install in the same way on OEM clutch cover also.


Administrator
テキスト ボックス
The models made after JC61E-1304755 not usable as oil level gauge (oil filler cap) on R crankcase interferes.
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Cut into 3
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Cut into 2
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Cut into 2
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Let the band into the stay hole and tighten to tank.
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Hang the band on stay notches and tighten.
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Adjust to bend the clip if it touches to cord clip.
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Adjust to bend the clip if it touches to cord clip.
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   Tighten with OEM clip.
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To air cleaner case(between blowby gas hose)
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To crankcase(between blowby gas hose)
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(CRANKCASE BREATHER NIPPLE)
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oil filler cap
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To 
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Tighten cover bolts in crisscross pattern in two or 3 steps.
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Tightening torque : 8N･m


