
●この度はキタコ製品をお買い求め頂き誠に有り難うございます。説明文を良く理解して正しい取付を行って下さい。

取付方法
アドバイス！
組付け時、各部調整の為、ボルト、ナットは仮締め状態で装着して下さい。（仮組み途中で本締めするとボルトの穴位置が合
わない等、正しく取付できない場合があります）仮組み完了後、各部調整しながらボルト、ナットを締付トルクで本締めし
て下さい。
●�キッ����トに�ら�きがない���して�ら�行して下さい。�キッ����トに�ら�きがない���して�ら�行して下さい。

〒 577-0015
東大阪市長田 3-8-13
TEL.06-6783-5311（代）
FAX.06-6782-0740

130712 �-�2 �-�製品の保証について
●製造には万全を期しておりますが、万一当社の製造上の原因による品質不良がありました場合は同様、同数の新しい製品とお取り替え、
又は無償修理致しますが、それに伴う故障、破損、事故等に�いてのパ�ツ代金、整備費用の代償はご容赦下さい。
●当社製品の保証期間は商品購入後�ら 6 ヶ月間です。

製品、装着について（必ずお読み下さい）
●このパ�ツは���用に��されていますので、�の��には装着できま��。このパ�ツは���用に��されていますので、�の��には装着できま��。
 また、記載されていない追加工や不正な取付、改造、仕様変更はしないで下さい。
●組み�て��等によるパ�ツ、その���パ�ツの破損やそれに伴う事故等に�いては全て���本�の��とし、組み�て��等によるパ�ツ、その���パ�ツの破損やそれに伴う事故等に�いては全て���本�の��とし、

当社は一切の��を負いま��のでご了承下さい。
●組み付け��、����は��整備���のある方が行って下さい。また、��部品の��等が理解できない方は�組み付け��、����は��整備���のある方が行って下さい。また、��部品の��等が理解できない方は�

��門店の担当�又は、当社まで、ご相談下さい。
●取付の�、����ごとの������������ルと��て取付��を�めて下さい。取付の�、����ごとの������������ルと��て取付��を�めて下さい。
●����の��により、ボルト、ナット�が�����があります。�行�は��、各部のボルト、ナット�の締ま����の��により、ボルト、ナット�が�����があります。�行�は��、各部のボルト、ナット�の締ま

り具合を��して下さい。
●この説明�は���ル状態に取り付けることを��とした取付説明�です。この説明�は���ル状態に取り付けることを��とした取付説明�です。
●お�付きの�や、��を��した場合は��に�行を��して、当社まで、ご��下さい。お�付きの�や、��を��した場合は��に�行を��して、当社まで、ご��下さい。
※金属製品や樹脂製品は、使用環境や経年変化により、錆や強度などが劣化しますのでご了承ください。

アルマイト製品について　経年変化により、色あ�等、�生する場合があります。あら�じめご了承下さい。

締付トルク：12N・m（1.2kgf・ｍ）

締付トルク：27N・m（2.7kgf・ｍ）

締付トルク：10N・m（1.0kgf・ｍ）

ノーマルボルト

取り外す

パッキ�グリ�ト（�の��と�合して��を�めて下さい）（�の��と�合して��を�めて下さい）
�記� パ�ツ名 個数 備 考

1 �キッ����トボディ A silver / black 1
2 �キッ����トボディ B silver / black 1
3 �キッ����トボディ L red / gold 1
4 �キッ����トボディ R red / gold 1
5 �キッ����トホルダ� L-F 1
6 �キッ����トホルダ� R-F 1
7 �キッ����トホルダ� L-R 1
8 �キッ����トホルダ� R-R 1
9 �キッ����トリ�ホルダ� 1
10 �ラ� 13 × 6.2 × 27 2
11 �ラ� 18 × 8.2 × 15 2
12 六角フラ��ボルト M6 × 45 2 締付トルク：12���（1.2kg���）12���（1.2kg���）��（1.2kg���）�（1.2kg���）（1.2kg���）1.2kg���）��）
13 六角フラ��ボルト M8 × 30 2 締付トルク：27���（2.7kg���）27���（2.7kg���）��（2.7kg���）�（2.7kg���）（2.7kg���）2.7kg���）��）
14 ボタ�キ�ッ�ボルト ���キ�ッ�ボルト ��� M6 × 186 × 18× 18 4 締付トルク：10���（1.0kg���）10���（1.0kg���）0���（1.0kg���）���（1.0kg���）��（1.0kg���）�（1.0kg���）（1.0kg���）1.0kg���）0kg���）kg���）��）
15 ボタ�キ�ッ�ボルト ���キ�ッ�ボルト ��� M6 × 156 × 15× 15 10 締付トルク：10���（1.0kg���）10���（1.0kg���）0���（1.0kg���）���（1.0kg���）��（1.0kg���）�（1.0kg���）（1.0kg���）1.0kg���）0kg���）kg���）��）
16 ワッシ�  8 × 18 × 1.6�� 2
17 ��リ�グワッシ� 8�� 2
18 ワッシ� 6 × 13 × 1�� 14
19 ��リ�グワッシ� 6�� 14
20 ナット 6�� 14

スキッドプレート 適合��：GROM（JC61）
商品コ��

（�ILVER / GOLD）633-1432000 （�ILVER / RED）633-1432010
（BLACK / GOLD）633-1432020 （BLACK / RED）633-1432030
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SKID PLATE
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APPLICATION
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CODE
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Read and understand the instruction before installing.  Please keep the instruction for later needs.
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■ ATTENTIONS (MUST READ)
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●SKID PLATE is designed and made exclusive for GROM, do not use on other models.●Do not modify the way which is not listed or it will cause damage and trouble.●We are not responsible for damages and accidents caused by assembling mistake and improper setting.●Please ask mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ●Refer to the manufacturer HONDA service manual when installation●Please contact a mechanic nearby immediately when you find something unusual.●This instruction sheet is for the instruction with stock condition.●Bolts and nuts may get loosen by engine vibration. ●Please check and make sure each part of bolts and nuts are not loose before running. ※Metal and resin products get rust and fluctuate in intensity for ages and how to use.
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直線
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直線
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    ALUMITE PRODUCTS
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Alumite Products are tarnishable, across the ages.


Administrator
テキスト ボックス
PACKING LIST    
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No
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NAME
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QTY
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REFERENCE	
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SKID PLATE BODY A
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SKID PLATE BODY B
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SKID PLATE BODY L
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SKID PLATE BODY R
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SKID PLATE HOLDER L-F
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SKID PLATE HOLDER R-F
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SKID PLATE HOLDER L-R
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SKID PLATE REAR HOLDER
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SKID PLATE HOLDER R-R
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SKID PLATE BODY A
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COLLAR
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COLLAR
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FLANGE HEX BOLT
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FLANGE HEX BOLT
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BUTTON CAP BOLT SUS
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BUTTON CAP BOLT SUS
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WASHER 
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SPRING WASHER
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WASHER 
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SPRING WASHER
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NUT
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Tightening torque
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Tightening torque
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Tightening torque
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Tightening torque
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HOW TO INSTALL
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Bolts and nuts should be tightened temporarily for fine adjustment. (It might not be installed correctly if tightening bolts and nuts tightly first).  Adjusting each bolts and nuts, tighten them with specified torque tightly then.
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四角形
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●Make sure that the skid plate is stable under engine before running.
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Tightening torque
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Tightening torque:27N･m(2.7kgf･m)
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Tightening torque:10N･m(1.0kgf･m)
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Remove
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Stock bolt


Administrator
テキスト ボックス
3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015, JAPAN     
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