
●製造には万全を期しておりますが、万一当社の製造上の原因による品質不良があり
ました場合は同様、同数の新しい製品とお取り替え又は無償修理致しますが、それ
に伴う故障、破損、事故等についてのパーツ代金、整備費用の代償はご容赦下さい。

●当社製品の��期�は�品��� � ���す。当社製品の��期�は�品��� � ���す。� ���す。���す。

■製品の保証について

■製品���について��������い�製品���について��������い�
●����は�ー����に取り��る�とを��としています。����は�ー����に取り��る�とを��としています。
●�の製品は��パーツ�す。�の用�には�用し�い�下さい。�の製品は��パーツ�す。�の用�には�用し�い�下さい。
●�の製品は���用に��されていますの�、�の��には����ま��。また、��されてい�い����不��取�、�造、�様�の製品は���用に��されていますの�、�の��には����ま��。また、��されてい�い����不��取�、�造、�様

変更はし�い�下さい。
●���て��等によるパーツ、その���パーツの破損�それに伴う事故等については全て�����の��とし、当社は一�の��を���て��等によるパーツ、その���パーツの破損�それに伴う事故等については全て�����の��とし、当社は一�の��を

負いま��の�ご了承下さい。
●����������は��整備���のある�が��て下さい。また、���品の��等が理����い�は�����の�当�又は����������は��整備���のある�が��て下さい。また、���品の��等が理����い�は�����の�当�又は

当社ま�ご相談下さい。
●取り��の�、����ごとの�ー�ー�ー�������と��て取り����を��て下さい。取り��の�、����ごとの�ー�ー�ー�������と��て取り����を��て下さい。
●����の��により���、����が�����があります。���は����の���、����の�まり�合を��して下さい。����の��により���、����が�����があります。���は����の���、����の�まり�合を��して下さい。
●お���の����を��した場合は��に��を��して当社ま�ご��下さい。お���の����を��した場合は��に��を��して当社ま�ご��下さい。
●塗�に�しては、�体側の個体差��、色褪�等�色合いが��りますの��障に�しては対象�と�ります。また

ご納得頂��い場合は信頼��る���に塗�のご依頼をして下さい。
●�の製品は輸���品の為、多少小キズ等がございますが、製品不良�はございま��。

●�の度はキタコ製品をお買い求�頂� 、誠に有り難うございます。�� 文を良く理�して�しい取�を�� て下さい。

〒 ����������������
東大阪市長田 ������������
TEL.�6�6��������������
FAX.�6�6��2���4�

120912

グラブレールカバー 適合��：PCX（JF28）/150（KF12）
�品コード：【ブラ�ク】�54-1431�00　【ホワイ�】�54-1431�10

パ�キ�グリ��
パーツ名 個数

グラブレー��バー � 1

取�手順
※��されてい�いパーツは�ー��を��用しますが、�品等に���破損がある場合は新しい�品に��して下さい。��されてい�いパーツは�ー��を��用しますが、�品等に���破損がある場合は新しい�品に��して下さい。
1）�ー�を�いて��、グラブレー��バーの�クリ�ー / ワ���を取り�します。）�ー�を�いて��、グラブレー��バーの�クリ�ー / ワ���を取り�します。/ ワ���を取り�します。ワ���を取り�します。
2））�ー��のグラブレー��バーを図の様に溝�を押し出し、グラブレー�の突起���します。
3）�ー���バーを�����上�、（��������）クリ��と��を�し、）�ー���バーを�����上�、（��������）クリ��と��を�し、�バーをグラブレー���取り�します。
※（��������）クリ��は��用します。（��������）クリ��は��用します。
3）グラブレー�に当社製�バーを�ー���バーを取り�した�の手順�����て下さい。）グラブレー�に当社製�バーを�ー���バーを取り�した�の手順�����て下さい。

グラブレールカバーの脱着

【溝の解除手順：】

【手順：1】
【手順：2】

【1】

【2】

【手順：3】

(爪の損傷に注意)

(爪の損傷に注意)

クリップ再使用
(損傷に注意)

(爪・溝・クリップの損傷に注意)

(溝の損傷に注意)
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3-8-13 NAGATA     HIGASHI-OSAKA, OSAKA, 577-0015, JAPAN     
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GRAB RAIL COVER
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APPLICATION : PCX 125 (JF28) / 150 (KF12)
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   CODE
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  BLACK  
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   WHITE
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● Read and understand the instruction before installing.
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■ ATTENTIONS (MUST READ)
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●This instruction sheet is for the instruction with stock condition.●GRAB RAIL COVER is the exterior product.  Do not use in the different way.●GRAB RAIL COVER is designed and made exclusive for PCX125/150, do not use on other models.Do not modify the way which is not listed or it will cause damage and trouble.● We are not responsible for damages and accidents caused by assembling mistake and improper setting.● Please ask mechanic for assembling and setting.Ask a specialist at specialty shop if you do not understand the role of the surrounding parts.  ● Refer to the manufacturer HONDA service manual for each vehicle when installing● Bolts and nuts may get loosen by engine vibration. Please check and make sure each part of bolts and nuts are not loose before running. ●Please contact a mechanic nearby immediately when you find something unusual.●Painting might be different individually, which is not covered under warranty.●There might be small scratches as it is imported and modified in Japan, which is also not covered under warranty as it does not mean defect.
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PACKING LIST	
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NAME
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QTY
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GRAB RAIL COVER
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  1
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How to install※Exchange to new parts if "reuse" parts have scratches, blem and wear.1) Open the seat, remove screws / washers off of grab rail cover.2) Push grab rail cover pawls out, remove them from grab rail.  3) Pull out stock cover from front side (snap fit), remove clips and pawls, remove cover from grab rail.     ※Snap fit is reuseable4) Install Kitaco cover to grab rail in the opposite procedure.
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Be careful not to damage pawls
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Be careful not to damage pawls
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Be careful not to break pawls, grooves and clips.
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procedure : 1
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procedure : 2
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procedure : 3
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Be careful not to break grooves.
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REUSE CLIPS
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(NOT BREAK)
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【How to remove pawls】
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Removing and Installing grab rail cover


